Harbor Area Review Board
Meeting Agenda

Cape Charles Civic Center
April 20, 2015
6:00 P.M.

Call to Order; Roll Call

Invocation and Pledge of Allegiance

Consent Agenda

A. Approval of Agenda Format

B. Approval of January 2, 2014 Meeting Minutes

Old Applications
None

New Business
A. 1 Mason Avenue — Procedures to General Application
B. 300 Mason Avenue — Procedures to General Application

Other Business
A. None.

Announcements

Adjourn



DRAFT

Harbor Area Review Board

Regular Meeting
Town Hall
January 2, 2014
6:00 p.m.

At 5:56 p.m. in the Town Hall, Chairman Ralph Orzo, having established a quorum, called to
order the Harbor Area Review Board (HARB) Meeting. In attendance were Board members
Joe Fehrer, Laurie Klingel, Dennis McCoy, Joan Natali and Mike Sullivan. Board member Steve
Michel was not in attendance. Also present were Town Planner Rob Testerman, Assistant
Town Clerk Amanda Hurley, Harbor Master Smitty Dize, Ed Lewis of The Virginia Waterman'’s
Memorial on The Eastern Shore and Jon Dempster of The Shanty. There was one member of
the public in attendance.

Ralph Orzo offered the invocation and led the Pledge of Allegiance.
CONSENT AGENDA

Motion made by Mike Sullivan, seconded by Joe Fehrer, and unanimously approved to
accept the agenda format as presented.

The Board members reviewed the minutes from the March 19, 2013 Regular Meeting.
Joan Natali noted a typographical error on page two.

Motion made by Joan Natali, seconded by Ralph Orzo, and unanimously approved to
accept the minutes from the March 19, 2013 Regular Meeting as amended.

OLD APPLICATIONS
There was no Old Business to review.

NEW BUSINESS

The Shanty

Rob Testerman stated that The Shanty restaurant had applied for a review by the Harbor
Area Review Board (HARB) for modifications to the exterior of the building which included
the following: i) Extending, covering and enclosing the front entrance to maintain
temperatures inside the building; ii) Addition to the front of the building to the right of the
entrance which would house a market; and iii) Cover the existing deck area on the rear of the
building to provide protection from the sun and rain.

Rob Testerman stated that the recommendation would be changed to read that staff
suggested the HARB make a recommendation to Town Council for approval if they deemed
each item appropriate.

Laurie Klingel asked for clarification on the existing landing on the front of the building and if
it was within the existing post railings. Jon Dempster stated that the existing 5ft ramp landing
was sloped and there was about 8ft which was not sloped. The landing may have to extend 2ft
at the bottom to comply with handicap accessibility. The restaurant was originally presented
with a seafood market in mind and written consent from the landlord would be required, as
stated in the lease. However, this use was permitted in the zoning district.
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Dennis McCoy asked if there would be an issue with run-off and open space when the roof
was extended. Rob Testerman stated that there was no encroachment on open space, but he
would need to see building plans for the run-off issue.

Mr. Dempster stated that the rear roof would be completed in the current off-season, but the
front hallway and market would most likely not be done for the 2014 season. Joan Natali
asked if there would be an issue if the Certificate of Appropriateness expired. Rob Testerman
stated that COAs were valid for one year, but building permits were valid for 180 days. It was
agreed that Mr. Dempster could apply for a building permit before the one year expiration
date of the COA in order to suffice that the project was moving forward.

Motion made by Joan Natali, seconded by Dennis McCoy, to recommend Town Council
approval of The Shanty modifications as presented. The motion was approved by
unanimous consent.

Waterman’s Memorial

Rob Testerman stated that at the December 19, 2013 Town Council meeting, Town Council
granted an easement for the placement of a Virginia Waterman’s Memorial to be located in
the Harbor Area just east of The Shanty restaurant. The memorial was proposed to be
constructed within a 38’ diameter circle which would contain a bronze statue of a boy next to
a pair of empty boots, a 16’ tall replica of the Cape Charles Lighthouse atop a 3’ tall pedestal
and a three section black granite wall to display the name of the memorial and all the names
of lost Virginia watermen. At the highest point the wall would be 6’ tall. There would be a
continuous burning light at the top of the lighthouse.

Joan Natali expressed her concern about the wall height for plazas and stated that if it was
going to be approved it should be approved with the condition that it was an exception to the
rule.

Laurie Klingel expressed her concerns as follows: i) Safety was a major concern. The
memorial had to be accessed through a parking lot where there was a restaurant and bar and
no sidewalks or pedestrian crossing. The Design Standards stated that Mixed Use area should
be connected by sidewalks and pedestrian use should be integrated with parking and
businesses; ii) The ingress and egress from the harbor did not match up with the memorial
and access points would need to be altered; iii) The benches needed to harmonize with
existing so seating should be approved in advance. Black and grey granite benches were
suggested as illustrated in the model photo and; iv) Seating areas should be sufficiently
illuminated.

There was much discussion regarding pedestrian crossing signs. Smitty Dize stated that there
was a 4ft wide deck off the boardwalk and there were plans to tie it into the memorial. There
would also be a 6” VDOT curb and a series of steel posts or bollards with decorative chain
around the memorial. As a temporary measure, Bayshore Concrete benches were acceptable,
but should be removed and replaced in a timely fashion. Mike Sullivan suggested placing a
semi-permanent ingress and egress across from the Shanty entrance and out the other side
which would connect with the harbor boardwalk. These areas would be marked with
pedestrian crossing signs.

There was much discussion regarding lighting at the memorial and dark sky compliance.
There would be one continuous burning light as well as lighting for the walk area and seating
which was all planned to be solar powered.



Motion made by Joan Natali, seconded by Dennis McCoy to recommend Town Council
approval of the Waterman’s Memorial with the review and clarification of the
following five conditions: i) Wall height. Wall was proposed at 6ft, but guidelines stated
a wall couldn’t be over 3ft. Town Council could grant an exception; ii) Safety concern;
iii) Clear delineation of entrance and egress; iv) Bench type approval and; v) Lighting
concern. The motion was approved by unanimous consent.

OTHER BUSINESS
There was no other business to discuss.

ANNOUNCEMENTS
Rob Testerman gave a brief update on South Port projects and there was some discussion.

Smitty Dize announced that Blessing of the Fleet was scheduled for April 25, 2014.

Mr. Dempster stated that parking was delineated on both sides and the front with boards and
over the past year, there had been multiple injuries involved with people stepping out of their
vehicles onto the boards. Smitty Dize stated that he had looked into the issue and would be
removing the side boards over the winter as only the front ones were needed.

Motion made by Mike Sullivan, seconded by Joan Natali and unanimously approved to
adjourn the Harbor Area Review Board meeting.

Chairman Ralph Orzo

Town Clerk



Harbor Area Review Board Staff Report

From: Larry DiReﬂZJ%V -
Date: April 14, 2015
ltem: 5A-1 Mason Avenue

Attachments: Procedures to General Application information.

Application Specifics

The owner has applied for a review by the Harbor Area Review Board for modifications
to the existing building at the address cited above. The property owner has already
appeared before the Historic District Review Board on December 16, 2014 and received a
Certificate of Appropriateness (attached). In addition, a demolition permit was approved
on February 23, 2015 and much of that work has been completed. The property owner
now has sufficient material to constitute a General Application for submittal to the Town.

This property, sometimes referred to as “The Hotel”, has a long history with Town land
use actions. The property sits in the Historic District and is a contributing structure. It
was rezoned from Residential-1 to Harbor District to allow for future development as a
hotel (attached). 1 Mason Avenue is the only property north of the Mason Avenue
centerline to be so zoned as Harbor District. The applicant intends to apply for Town and
County historic structure rehabilitation tax credits upon completion of the project.

Recommendation
Review the General Application materials, comment, and direct applicant to make

revisions\additions for a Detailed Application submittal to this Board. Set a date to meet
with applicant to review Detailed Application.



MUNICIPAL CORPORATION OF
CAPE CHARLES

HISTORIC DISTRICT REVIEW BOARD

Date Issued: 12/17/14

Issued to: Elizabeth Walker For Property: 1 Mason Ave
1 Mason Ave Cape Charles, VA 23310
Cape Charles, VA 23310

This Certificate of Appropriateness has been issued for the above-noted property for the purpose of:

Renovations to an existing contributing structure (see attached). The Historic District Review Board approved the application as proposed for the
above property.

This Certificate of Appropriateness shall be valid for only the specific use described above and will be valid for a period of one year after the date
of approval. If not acted upon within one year, or if work is suspended or abandoned for a period of twelve months after work has commenced,

this Certificate of Appropriateness shall become null and void.

Designated conditions to be met are as follows:  N/A

%’/// @9 12/17/14
Code Ofﬁ01al Date
//MM% 12/17/14
/ 7 [

Assistant Town Clerk Date




1 Mason Avenue
Proposed renovations

Certificate of Appropriateness issued 12/17/14

e Front Porch Extension:
o Front porch extended the entire length of the building.
o Columns, rails, and baluster designs will match existing as closely as possible.
o Potential dining area to the west side of porch to be screened to control pests.

e 2" Floor Front Covered Porch:
o Addition of a 2™ floor covered porch.

e Roof:
o Addition of another A-Frame dormer on west end of building.
o Roof line extended due to addition of 2" floor porch.
o Demolish chimney on rear of building as it is in poor condition.

¢ Rear Balcony Addition:
o Addition of rear balcony for egress and seating from rooms.
o Railing design will match existing as closely as possible.

e ADA Ramp
o Ramp for accessibility purposes is hidden behind front porch wraparound and will not
typically be seen when driving down the street.

e Windows & Doors
o Majority of windows and doors are damaged and will be replaced to match existing when
they cannot be repaired.
o In front and rear proposed balcony areas windows will need to be relocated and balcony
doors will be installed to provide egress from rooms.
o Propose to reconstruct window trim/detail when taken down.
o On the west side of the building propose to make windows smaller.



undefined term “significant tree” such that the terminology would be enforceable and the
trees would be protected. He also mentioned during the public sections of the
Comprehensive Plan, the Commission will ask for input to develop a new ordinance for

tree preservation and streetscape design, We will next session forward a definition that
would be suitable.

Old Business
*A. Contract for Waterfront Design Guidelines and Master Plan
Town Manager, Tim Krawczel briefly recapped the activity of the waterfront design
guideline subcommittee; their review of the Request for Proposals and subsequent
recommendation of awarding the contract to Paradigm Designs. He further
explained how each applicant was evaluated and the merits of choosing the
Paradigm Designs consultants.
Motion made by Councilwoman Sullivan, seconded by Councilman Brown and
unanimously approved to authorize the Mayor to execute the contract with Paradigm
design for the Waterfront Design Guidelines and Master Plan.
*RB. Contract for School Renovation Concept Plan
Tim Krawczel described the actions of the school renovation subcommittee and the
results of their interview with the firm of Shriver and Holland.
Motion made by Councilman Evans, seconded by Councilman Elliott and unanimously
approved to execute the contract with Shriver and Holland Architects for the Renovation
of the Cape Charles Municipal Community Center.
Councilman Davis Rev Davis initiated a discussion on the comparison in cost of
renovating the old Cape Charles School as compared to building a new facility.
Tim Krawczel raised the subject of the Rosenwald School and perhaps including it
somehow in the Historic District to protect its status and historic value, Tom
Bonadeo interjected with an outline of the history of the Rosenwald Schools and their
value in the National Trust Historic Preservation Society and the Department of
Interiors group of eleven most endangered buildings in this country.

*C. Rezoning Application — Northampton Hotel

Tim Krawczel first indicated to Council if they decided to approve the

Commercial/Residential District, they could do so without a second Public Hearing

as C/R is a less intensive zoning. He then elaborated on the differences between the

Commercial/Residential District and the Harbor District pointing out the C/R zoning

list does not include the use of hotel; therefore, a hotel would be a conditional use in

the C/R District, whereas the Harbor District specifically mentions hotel.
Motion made by Councilwoman Sullivan, seconded by Councilman Brown to approve the
application as Harbor District with all the stated proffers and Planning Commission’s
recommendations as follows: 1) the public allies in this area must be made and kept
passable by the Town; 2) a landscaping plan including buffers per Section 4.4 of the
Zoning Ordinance must be submitted, reviewed, and approved prior to any construction
taking place; 3) a complete site or plot plan must be submitted, reviewed, and approved in
accordance with the Town’s Site Plan Ordinance prior to any construction taking place. I
find that the proposal will not be of substantial detriment to adjacent property, that the
character of the projected future land use of the community will not be adversely impacted,
that the proposal is in harmony with the Town of Cape Charles Comprehensive Plan, that




such use will be in harmony with the purpose and intent of the Zoning Ordinance, and that
such use will be in harmony with the public health, safety, and general welfare. Polled vote:
Sullivan, yes; Brown, yes; Davis, yes; Evans, yes; Elliott, no; Veber, no.
*D. Revision to Section 4.2 E — Accessory Buildings
The Mayor opened the table for discussion and repeated the request from the
Historic District Review Board to revisit the Ordinance at a later date to add
three restrictions to the ordinance as follows: 1) no accessory building should
be used as a dwelling unit for sleeping purposes, for servants quarter or for
rental rooms; 2) bathroom facilities should be limited to a lavatory and water
closet - shower stalls and bathtubs shall be prohibited; 3) kitchen defined as
rooms ot areas containing facilities for refrigeration and preparation of food or
for the washing of cooking and eating utensils shall be prohibited. Chairman
Dunton interjected that the HDRB fully supported the proposed changes, but
did not believe they went quite far enough. Chairman Bonadeo of the Planning
Commission agreed with the sentiment; however, would like to add, at a later
date, wording allowing accessory apartments by conditional use permit,
Motion made by Councilman Evans, seconded by Councilman Veber and unanimously
approved to adopt these changes as recommended by the Planning Commission.

New Business

A. Boards and Commission Vacancies — Building Code Board of Appeals, Wetlands
Board and Historic District Review Board
Mayor Lewis pointed out we had several immediate openings in Boards and
Commissions and several which would become open during 2006, He mentioned
the most critical area at this time was the Building Code Board of Appeals, and
that Council to keep in mind a condition of the appointment was the requirement
of the appointee to attend appropriate education classes. He asked the Council to
do whatever was necessary to fill all vacant positions no later than council meeting
next month, The Mayor then made an announcement to the Public that the

Council would welcome the application from anyone interested in any of the
vacant positions,

*B. Contract for Software Consulting Services

Mr. Krawczel updated Council on the needs of upgraded software that would
integrate between functions and include additional functions. He also mentioned
the major shortcoming we had currently was in the area of software support.
He indicated the audit firm of Robinson, Farmer & Cox was capable of
providing consulting services for software and had submitted a proposal to study
the Town’s financial software and automated systems. The timeframe for
completion of the study would be 90 days with a total estimated cost not to
exceed $12,000.
Motion made by Councilman Brown, seconded by Councilman Sullivan and unanimously
approved to authorize Mayor Lewis to execute the contract with Robinson, Farmer and

Cox to provide consulting service to the Town for the acquisition of software at a cost not
to exceed $12,000.

C. Personnel Policies Workshop
Mayor Lewis announced that Arlene Klinedinst from the law firm of Vandeventer




Municipal Corporation of Cape Charles, Vivginia
Application for Harbor Development Cextificate

Date: April 14, 2015
Permit No.,

Fee

Proposed Use_Small & bedroom holel, restaurant and gift shop

Present Zoning  Harbor District

Location Address 1 Mason Avenue
Tax Map ID 83A3-2-2-84, 87, and 88 Acreage_0.364 acres

T (We) hereby petition the Cape Charles Town Council for a Harbor Development
Certificate fo provide the above use on the above-mentioned property.

(We) acknowledge the fact that all pertinent information required by the Harbor Area
Review Board and Zoning Office must be submitted in a timely manner so that required
ublic hearmgs can be scheduled and advertised, Apphcant or reprosentative roust be

resent in the public hearing.
nd Owner’s Signatur (Managet, 1 Mason Ave, LLC)
ddresg 1253 N Bay Shore irginia Beach, VA 23451

hone Number _(512) 633-6088

Harbor Area Review Board Meeting
Date Time Place

Harbor Development Certificate
Application Checklist

1. Completed Application

2. Payment of Feos

3. Lettor of Application stating gcneral terins of property use, effect of changes
on the surrounding area and the reason for the request. -

4, A Plot Plan in accordance with the Site Plan Ordinance

Detailed Application information shall be added per Section 3.9.G.1.b of the Zoning
Ordinance when required.




ATTACHMENT

APPLICATION FOR HARBOR DISTRICT REVIEW
1 MASON AVE, LLC

REQUEST FOR SPECIAL/EXPEDITED REVIEW

Members of the Harbor District Review Board:

The property located at 1 Mason Avenue was rezoned as Harbor District
from R-1 in 2006 in order to secure the sale of the property to the
previous owner, Mr. Gary Credle, so that it could be used as a hotel and
restaurant. The building was historically used as a hotel. | also plan to use
the building as a hotel, though much smaller (5 rooms with baths and a
manager's quarters). | also plan to have a hotel gift shop and a restaurant
with outdoor dining and a tea room.

Plans for the building were presented to the Cape Charles Historic District
Review Board on December 16, 2014 and were unanimously approved. |
do plan on submitting new information to the Historic Review Board next
week to show a slight alteration to the front and rear facade. The
structural engineer has reported that to meet current code requirements,
we must maintain a 6' window setback from the corners of the building on
the first floor and a 4' window setback on the second floor. We will now
relocate one window on the first floor front elevation (drawings attached,
large scale renderings to be presented at the meeting). The symmetry of
the window placement between first and second floors will still be a
defining feature of the building. Also, a small dormer will need to be
added to the rear of the building to accommodate the elevator, It will not
be seen from the street.

The following text was presented to the Historic District Review Board
regarding the other alterations to the building:

FRONT PORCH EXTENSION

The most substantial and obvious change to the building is the addition of a front
porch to provide first floor outdoor dining space and a balcony above to provide




private outdoor space for hotel guests. Column, rail and baluster design and spacing
will match existing as closely as possible while meeting current building code
requirements. The dining area will likely need to be screened to control pests. This
screening can serve as nice differentiation between the historic porch and the new
porch.

REAR BALCONY ADDITION

This addition and stairs are needed to provide a second form of egress from the
second floor hotel rooms. It will also provide outdoor seating for guests. Railings will
be constructed as described for the front porch and balcony.

RIGHT SIDE YARD ADA RAMP

Per Code requirements

WINDOWS AND DOORS

The front door will be reused. Most windows and doors are damaged and will be
replaced to match existing when they cannot be repaired.

| would like to request and expedited review for the 1 Mason Ave project as | do feel
the property is a special case. It is an existing building located somewhat removed
from the Harbor District Overlay, within the fabric of the historic town, and the work to
be done has already been approved by the Historic District Review Board. | have
already received a demolition permit and am ready to close that permit. Work done to
date includes ashestos and lead remediation, gutting of the building and removal of
the front and rear porches. | began the design process with the Town of Cape Charles
in December. | assumed a Historic District Review was all that applied to this project. |
was prepared to begin the rebuilding of the front porch within the next 3 weeks and
have a contractor ready to start. | would like to go ahead and address the Detailed
Application Requirements at this time:

1. Open Space

We will not be impacting the open space.
2. Scenic Assets

We will not be impacting existing or important views.
3. Access

This is an existing structure. Rehabilitation will not impact current pedestrian
or public access to the area.




Pedestrian and Vehicular Traffic

Existing sidewalks alleys and roads will not be impacted by the proposed
work, with the exception of the new parking provided off the alley for hotel
guests. See Site Plan.

Landscape Plans

We do not have a landscape plan at the moment but hope this will not
impact the construction work on the building. We anticipate fencing the
backyard with a Town-approved material at a regulated height and
planting shrubs where needed (around air handlers, dumpsters and lot
boundaries) to provide a buffer for our residential neighbors.

On-Site Signage

Will meet Town of Cape Charles guidelines. However, at this time,

we simply anticipate the name of the hotel on a wood plaque attached

to the front porch at some location. We will certainly approach the town
once we have a concept for the signs but hope that a lack of an idea right
now will not hold up the entire construction project.

Conceptual Renderings of Building Exteriors

Rendering Attached - We plan to maintain the existing appearance of the
building. Existing clapboard siding will remain. New Siding will match existing.
Paint color will remain the same. Roofing will likely be architectural shingles
of the same green color and some metal over low-sloped roofs.

Thank you for your consideration.

Beth Walker

Manager, 1 Mason Ave LLC
ehumphrey1@yahoo.com
512.633.6088
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Harbor Area Review Board Staff Report

From: Larry DiReﬂZ‘ZL’:’ -
Date: April 14, 2015
Item: 5B-300 Mason Avenue

Attachments: Procedures to General Application review information.

Application Specifics

The owner has applied for a review by the Harbor Area Review Board for new
construction of a 3,400 square-foot, twenty single bedroom residential unit\commercial
mixed use development on the cleared site at the address cited above. The property
owner has already appeared before the Board of Zoning Appeals on April 14, 2014 and
received four variances (attached). In addition, a demolition permit was approved on
December 12, 2014 and that work has been completed. The property owner now has
sufficient material to constitute a General Application for submittal to the Town.

Recommendation
Review the General Application materials, comment, and direct applicant to make

revisions\additions for a Detailed Application submittal to this Board. Set a date to meet
with applicant to review Detailed Application.



Municipal Corporation of Cape Charles, Virginia
Application for Harbor Development Certificate

Date: £ APpiL, 2015
Permit No.
Fee 349 .20

Proposed Use  pMixen  UsE

Present Zoning_ mixes Use  Mazpos DisngcT

Location Address_ 3oo  MAS oM AVE

Tax Map ID €243 -A-7 Acreage  , (14

I (We) hereby petition the Cape Charles Town Council for a Harbor Development
Certificate to provide the above use on the above-mentioned property.

1 {(We) acknowledge the fact that all pertinent information required by the Harbor Area
Review Board and Zoning Office must be submitted in a timely manner so that required
public hearings can be scheduled and advertised. Apphcant or representative must be
present in the public hearing,

Land Owner’s Signature, ?A_,O l,l,w,[ MG NG PAbriJat - STRAVRENY EEW
Address 2242 Ap.ux)a%.u - CHE  ClArlesS | VA :23’%?“’70” <
Phone Number  *g%7 27377 4—2:2,2,

Harbor Area Review Board Meeting
Date Time Place

Harbor Development éertiﬁcate
Application Checklist

1. Completed Application

2. Payment of Fees :

3. Letter of Application stating general terms of property use, effect of changes
on the surrounding area and the reason for the request.

4. A Plot Plan in accordance with the Site Plan Ordinance

Detailed Application information shall be added per Section 3.9.G.1.b of the Zoning
Ordinance when required.




Board of Zoning Appeals

Reconvened Meeting
Town Hall
April 14, 2014
4:00 p.m.

At 4:00 p.m. in the Town Hall, Vice Chairman Jay Wiegner called to order the Board of Zoning
Appeals Public Hearing and Meeting. In attendance were Board members Pete Baumann and Julia
Parr. Chairman Gene Kelly was not in attendance. There was currently one vacancy on the Board.
Also present were Town Planner Rob Testerman, Assistant Town Clerk Amanda Hurley and
applicant Patrick Hand. There were approximately four members of the public in attendance.

Jay Wiegner led the Board in the recitation of the Pledge of Allegiance.

NEW BUSINESS

Variance Application - Former Be-Lo Grocery Store Property, Mason Avenue

Rob Testerman explained that the meeting tonight was reconvened from the April 7, 2014 meeting
and stated that the applicant was requesting a number of variances from the BZA including a
variance of the required setbacks from Mason Ave, balconies to extend to the property line as they
were across the street, and parking and open space requirements. Rob Testerman included Zoning
Ordinance Section 4.5 Parking Requirements which included the parking standards and Section 3.9
Harbor District. Rob Testerman read Section 4.5.E Adjustments-Shared Parking and went on to
state that he did not have much luck finding other localities that had done a similar study.

Mr. Patrick Hand stated that he did not have any new drawings but the project would most likely be
completed in two phases. There would be a subdivision which would eliminate the open space
issues, but there was still a parking issue. Mr. Hand stated that shared parking was too complicated
and too difficult to enforce so he was asking for one parking space per 300 square feet for
commercial and 20% open space and suggested that the Town could enforce and control parking
with business licenses.

Pete Baumann expressed his concerns regarding parking and stated that the shallow lot was the
hardship.

Jay Wiegner suggested adding another row of parking to the open space area which would allow for
one space per 250 square feet or 40 total spaces.

Rob Testerman stated that this would meet the needs of the building and satellite parking was still
an option if needed.

Motion made by Pete Baumann, seconded by Julia Parr, to approve the following variances
for the former Be-Lo grocery store property on Mason Avenue: setback reduced to 4’, upper
floor balconies extended to the property line, 40 total parking spaces and open space
reduced to 20%. The motion was approved by unanimous consent.

Motion made by Jay Wiegner, seconded by Pete Baumann, to adjourn the Board of Zoning
Appeals Meeting. The motion was approved by unanimous consent.

Vice Chairman Jay Wiegner

Assistant Town Clerk
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EROSION AND SEDIMENT CONTROL

[. GENERAL NOTES

A. EROSION CONTROL AND TREE PROTECTION

1.

10.

11.

12.

13.

14.

15.

16.

THE CONTRACTOR WILL COMPLY WITH APPLICABLE REGULATIONS OF THE TOWN OF CAPE CHARLES
EROSION AND SEDIMENT CONTROL ORDINANCE, THE CURRENT VIRGINIA EROSION AND SEDIMENT
CONTROL LAW AND REGULATIONS (VESCLR) AND THE "VIRGINIA EROSION AND SEDIMENT CONTROL
HANDBOOK (VESCH), AS AMENDED, ISSUED BY THE VIRGINIA DEPARTMENT OF CONSERVATION AND
RECREATION, DIVISION OF SOIL AND WATER CONSERVATION FOR ALL EROSION AND SEDIMENT CONTROL
PRACTICES, MATERIALS AND STANDARDS. THE APPROVAL OF THIS PLAN DOES NOT RELIEVE THE
CONTRACTOR OF CONTROLLING EROSION AND SILTATION AND PROVIDING ADDITIONAL MEASURES TO
REASONABLY CONTROL PROBLEM AREAS WHICH MAY ARISE DURING CONSTRUCTION.

UNLESS OTHERWISE INDICATED, ALL VEGETATIVE AND STRUCTURAL EROSION AND SEDIMENT CONTROL
PRACTICES SHALL BE CONSTRUCTED AND MAINTAINED ACCORDING TO MINIMUM STANDARDS OF THE
VESCH AND SHALL BE ADHERED TO UNLESS OTHERWISE WAIVED OR APPROVED BY A VARIANCE BY THE
OWNER.

THE OWNER SHALL HAVE THE AUTHORITY TO DIRECTLY CHANGE, ADD, OR DELETE EROSION AND SEDIMENT
CONTROL DEVICES AS NEEDED IN THE FIELD, AS THE SITE CONDITIONS WARRANT. THE CONTRACTOR
SHALL NOT REMOVE THE EROSION AND SEDIMENT CONTROL WITHOUT PRIOR APPROVAL FROM THE
OWNER.

THE CONTRACTOR SHALL CONFORM TO MODIFIED SILTATION/EROSION CONTROLS AS REQUIRED BY THE
OWNER TO INCREASE EFFICIENCY OF THE SEDIMENT CONTROL PLAN. EROSION AND SEDIMENT CONTROL
MEASURES ARE TO BE PROVIDED PRIOR TO BEGINNING LAND DISTURBING ACTIVITIES.

THE SEQUENCE OF CONSTRUCTION WILL BE ENFORCED BY THE CONTRACTOR'S RESPONSIBLE LAND
DISTURBER (RLD) FOR THE PROJECT WHO WILL BE RESPONSIBLE FOR CARRYING OUT THE PLAN. THIS
INDIVIDUAL WILL REPRESENT THE PERMIT APPLICANT AND HOLD A RLD CERTIFICATE, WILL BE IN CHARGE OF
AND RESPONSIBLE FOR CARRYING OUT THE REGULATED "LAND-DISTURBING ACTIVITY".

THE CONTRACTOR SHALL NOT ATTACH (NAIL, WRAP, ETC.) NON-PROTECTIVE BOARDS OR WIRES ONTO
TREES DURING CONSTRUCTION. THE CONTRACTOR WILL CAUTION THE HEAVY EQUIPMENT OPERATOR'S TO
OPERATE CAREFULLY AROUND TREES TO AVOID DAMAGE TO EXISTING TREE TRUCKS AND ROOTS DURING
LAND LEVELING OPERATIONS.

THE CONTRACTOR SHALL NOT STORE CONSTRUCTION EQUIPMENT OR MATERIALS UNDER EXISTING TREES.
SOIL COMPACTION AROUND TREES WILL BE AVOIDED.

THE CONTRACTOR WILL NOT CUT FEEDER ROOTS WITHIN AN REAL EQUAL TO TWICE THE TREE
CIRCUMFERENCE (MEASURED IN INCHES AT 4.5 FEET ABOVE GROUND) CONVERTED TO FEET. (EXAMPLE:
CIRCUMFERENCE OF 10 INCHES WOULD HAVE A "NO CUT ZONE" OF 20 FEET IN ALL DIRECTIONS FROM THE
TREE).

THE CONTRACTOR WILL TREAT TREE TRUCKS AND EXPOSED ROOTS DAMAGED DURING EQUIPMENT
OPERATIONS IN ACCORDANCE WITH ARBORICULTURAL STANDARDS. CUT BACK DAMAGED TREE LIMBS TO
THE NEXT LATERAL BRANCH OR PARENT STEM AT THE BRANCH COLLAR AND CONTACT THE OWNER'S
ARBORIST FOR CARE OF SEVERELY INJURED TREES. THE CONTRACTOR SHALL REMOVE ALL DAMAGED TREE
LIMBS AS SOON AS POSSIBLE.

IF TREES PROTECTED BY THE ABOVE MEANS ARE DAMAGED DURING CONSTRUCTION, THE CONTRACTOR
WILL REPLACE THEM WITH TREES OF AT LEAST 2 INCH CALIPER OF THE SAME SPECIES WITH THE QUALITY
AS SPECIFIED BY THE OWNER'S ARBORIST AT THE CONTRACTOR'S EXPENSE. REPLACEMENT TREES WILL
CONFORM TO THE LATEST EDITION OF THE AMERICAN STANDARD FOR NURSERY STOCK.

THE CONTRACTOR WILL ONLY STOCKPILE MATERIALS WITHIN AREAS DESIGNATED ON THE PLANS OR AS
DIRECTED BY THE OWNER.

THE CONTRACTOR WILL LEAVE EROSION CONTROL DEVICES IN PLACE UNTIL ALL DISTURBED AREAS ARE
PERMANENTLY STABILIZED TO THE SATISFACTION OF THE OWNER'S REPRESENTATIVE. AFTER PERMANENT
STABILIZATION, CONTRACTOR IS TO REMOVE APPROPRIATE EROSION AND SEDIMENT CONTROLS AS
APPROVED BY THE OWNER.

EROSION CONTROL DEVICES SHOWN BY THE PLANS ARE THE MINIMUM NECESSARY TO FULFILL
REQUIREMENTS OR APPLICABLE REGULATIONS.

THE CONTRACTOR WILL CONSTRUCT AND MAINTAIN SUFFICIENT DEVICES TO PREVENT SOIL ERODING ONTO
ADJACENT STREETS, AND INTO DRAINAGE SYSTEMS AND WATER COURSES.

THE CONTRACTOR WILL INSTALL DEVICES TO PROTECT EXISTING STORM DRAINAGE SYSTEMS IN
CONJUNCTION WITH SEEDING AND STABILIZATION, AS NECESSARY.

THE CONTRACTOR WILL CONTROL AND MONITOR DUST RESULTING FROM CONSTRUCTION. PROVISIONS MY
INCLUDE, BUT ARE NOT LIMITED TO, USE OF WATER OR CHEMICAL DUST PALLIATIVES, LIMITING THE
NUMBER OF VEHICLES ALLOWED ON-SITE, AND MINIMIZING THE OPERATING SPEED OF ALL VEHICLES.

B. MAINTENANCE

1.

2.

ALL TEMPORARY AND PERMANENT EROSION AND SEDIMENT CONTROL PRACTICES MUST BE MAINTAINED
AND REPAIRED AS NEEDED TO ASSURE CONTINUED PERFORMANCE OF THEIR INTENDED FUNCTION.

ALL EROSION AND SEDIMENT CONTROL MEASURES WILL BE CHECKED DAILY AND AFTER EACH SIGNIFICANT
RAINFALL BY THE CONTRACTOR OR THE APPROPRIATE REPRESENTATIVE, AND REPAIRED BY THE END OF THE
DAY AND IN ACCORDANCE WITH ALL PERMIT REQUIREMENTS.

THE CONTRACTOR WILL CLEAN THE EROSION CONTROL DEVICES OF MUD, DEBRIS, AND ERODED
MATERIALS DURING CONSTRUCTION AND MAINTAIN ALL EROSION CONTROL DEVICES ON A DAILY BASIS OR
AS REQUIRED BY THE OWNER.

THE SILT FENCE BARRIER WILL BE CHECKED REGULARLY FOR UNDERMINING AND DETERIORATION OF THE
FABRIC AND/OR POSTS. SEDIMENT SHALL BE REMOVED WHEN THE LEVEL OF SEDIMENT DEPOSITION
REACHES HALF WAY TO THE TOP OF THE BARRIER.

THE INLET PROTECTION DEVICES WILL BE CHECK REGULARLY FOR SEDIMENT BUILDUP, WHICH WILL PREVENT
DRAINAGE. IF THE INLET PROTECTION DEVICES ARE CLOGGED BY SEDIMENT, THEY SHALL BE REMOVED AND
CLEANED OR REPLACED.

THE SEEDED AREAS SHALL BE CHECKED REGULARLY TO ENSURE THAT A GOOD STAND OF VEGETATION IS
MAINTAINED. AS NEEDED, SEEDED AREAS SHALL BE FERTILIZED AND RESEEDED.

THE TEMPORARY CONSTRUCTION ENTRANCE SHALL BE MAINTAINED IN A CONDITION WHICH WILL PREVENT
TRACKING OR FLOW OF MUD ONTO PUBLIC RIGHTS-OF-WAY. ALL MATERIAL TRACKED ONTO A PUBLIC OR
PRIVATE ROAD SURFACE SHALL BE CLEANED THOROUGHLY AT THE END OF EACH DAY. SEDIMENT SHALL BE
REMOVED FROM ROADS BY SHOVELING OR SWEEPING AND BE TRANSPORTED TO A SEDIMENT
CONTROLLED DISPOSAL AREA.

THE TEMPORARY SEDIMENT TRAP SHALL BE CHECKED REGULARLY TO ENSURE THAT IT IS STRUCTURALLY
SOUND AND HAS NOT BEEN DAMAGED BY EROSION OR CONSTRUCTION EQUIPMENT. THE HEIGHT OF THE
STONE OUTLET SHALL BE CHECKED TO ENSURE THAT ITS CENTER IS AT LEAST 1 FOOT BELOW THE TOP OF
THE EMBANKMENT. THE SEDIMENT SHALL BE REMOVED AND THE TRAP RESTORED TO ITS ORIGINAL

DIMENSIONS WHEN THE SEDIMENT HAS ACCUMULATED TO 3 THE DESIGN VOLUME OF THE WET STORAGE.
SEDIMENT REMOVAL FROM THE BASIN SHALL BE DEPOSITED IN A SUITABLE AREA AND IN SUCH A MANNER

THAT IS WILL NOT BE ERODE AND CAUSE SEDIMENTATION PROBLEMS. STONE CHOCKED WITH SEDIMENT
SHALL BE REMOVED AND CLEANED OR REPLACED.

C. MINIMUM STANDARDS AND LAND CONSERVATION NOTES

10.

11.

12.

THE CONTRACTOR WILL INSTALL TEMPORARY SEEDING AND STABILIZATION IMMEDIATELY AFTER ANY SOIL
DISTURBANCE.

THE CONTRACTOR WILL STABILIZE WITH PERMANENT SEEDING IMMEDIATELY FOLLOWING FINISH GRADING
ON ALL DISTURBED AREAS. IN ALL SEEDING OPERATIONS, SEED, FERTILIZER AND LIME WILL BE APPLIED
PRIOR TO MULCHING.

PERMANENT OR TEMPORARY STABILIZATION WILL BE APPLIED TO DENUDED AREAS WITHIN SEVEN (7) DAYS
AFTER FINAL GRADE IS REACHED ON ANY PORTION OF THE SITE UNLESS THE PLANS OR SPECIFICATIONS
INDICATE SOONER.

TEMPORARY SOIL STABILIZATION SHALL BE APPLIED WITHIN SEVEN (7) DAYS TO DENUDED AREAS THAT MAY
NOT BE AT FINAL GRADE BUT WILL REMAIN DORMANT FOR LONGER THAN THIRTY (30) DAYS, BUT LESS
THAN ONE (1) YEAR UNLESS THE PLANS OR SPECIFICATIONS INDICATE SOONER.

PERMANENT STABILIZATION SHALL BE APPLIED TO AREAS THAT ARE TO BE LEFT DORMANT FOR MORE THAN
ONE (1) YEAR.

ALL SILTATION CONTROL SHALL BE PLACED AT THE LIMITS OF CONSTRUCTION AND NOT IN WOODED AREAS
TO REMAIN UNDISTURBED. AREAS THAT ARE NOT TO BE DISTURBED SHALL BE CLEARLY MARKED BY FLAGS.
ANY STOCKPILED MATERIAL WHICH WILL REMAIN IN PLACE LONGER THAN SEVEN (7) DAYS SHALL BE SEEDED
AND MULCHED. WHEN SOIL IS PLACED ON THE DOWNHILL SIDE OF THE TRENCH, IT SHALL BE BACKSLOPED
TO DRAIN TOWARD THE TRENCH. WHEN NECESSARY TO DEWATER THE TRENCH, THE PUMP DISCHARGE
HOSE SHALL DISCHARGE VIA SEDIMENT TRAPPING DEVICES IN A STABILIZED AREA.

DURING CONSTRUCTION, SOIL STOCKPILES AND BORROW AREAS SHALL BE STABILIZED OR PROTECTED
WITH SEDIMENT TRAPPING MEASURES. TEMPORARY PROTECTION AND PERMANENT STABILIZATION SHALL BE
APPLIED TO ALL SOIL STOCKPILES ONSITE AND BORROW AREAS OR SOIL INTENTIONALLY TRANSFERRED
OFFSITE.

PERMANENT VEGETATIVE COVER SHALL BE ESTABLISHED ON DENUDED AREAS NOT OTHERWISE
PERMANENTLY STABILIZED. PERMANENT VEGETATION SHALL NOT BE CONSIDERED ESTABLISHED UNTIL A
GROUND COVER IS ACHIEVED THAT IS:

A. UNIFORM

B. MATURE ENOUGH TO SURVIVE

C. WILL INHIBIT EROSION

SEDIMENT BASINS, SEDIMENT TRAPS, PERIMETER DIKES, SEDIMENT BARRIERS AND OTHER MEASURES
INTENDED TO TRAP SEDIMENT SHALL BE CONSTRUCTED AS A FIRST STEP IN ANY LAND-DISTURBING
ACTIVITY AND SHALL BE MADE FUNCTIONAL BEFORE UPSLOPE LAND DISTURBANCE TAKES PLACE.
SEDIMENT TRAPS AND SEDIMENT BASINS SHALL BE DESIGNED AND CONSTRUCTED BASED UPON THE
TOTAL DRAINAGE AREA TO BE SERVED BY THE TRAP OR BASIN.

SEDIMENT BASINS SHALL BE DESIGNED FOR A CONTROLLED DRAINAGE AREA LESS THAN THREE (3) ACRES

13.

14.

15.

16.

17.

18.

19.

20.

21.

22.

23.

AND MINIMUM STORAGE CAPACITY OF 134 C.Y./ACRES OF DRAINAGE AREA.

SEDIMENT BASINS SHALL BE DESIGNED FOR A CONTROLLED DRAINAGE AREA THREE (3) ACRES OR

GREATER, AND MINIMUM STORAGE CAPACITY OF 134 C.Y./ACRES OF DRAINAGE AREA. THE OUTFALL

SYSTEM FOR SEDIMENT BASIN SHALL AT A MINIMUM MAINTAIN STRUCTURAL INTEGRITY OF THE BASIN

DURING A TWENTY FIVE (25) YEAR STORM OF 24-HOUR DURATION.

CUT AND FILL SLOPES THAT ARE FOUND TO BE ERODING EXCESSIVELY WITHIN ONE (1) YEAR PERMANENT

STABILIZATION SHALL BE PROVIDED WITH ADDITIONAL SLOP STABILIZATION MEASURES UNTIL THE PROBLEM

IS CORRECTED.

CONCENTRATED RUNOFF SHALL NOT FLOW DOWN CUT OR FILL SLOPES UNLESS CONTAINED WITHIN AN

ADEQUATE TEMPORARY OR PERMANENT CHANNEL, FLUME, OR SLOPE DRAIN STRUCTURES.

WHENEVER WATER SEEPS FROM A SLOPE FACE, ADEQUATE DRAINAGE OR OTHER PROTECTION SHALL BE

PROVIDED.

ALL STORM DRAINAGE INLETS MADE OPERABLE DURING CONSTRUCTION SHALL BE PROTECTED SO THAT

SEDIMENT-LADEN WATER CANNOT ENTER THE STORMWATER CONVEYANCE SYSTEM WITHOUT FIRST BEING

FILTERED/TREATED TO REMOVE SEDIMENT.

BEFORE NEWLY CONSTRUCTED STORMWATER CONVEYANCE CHANNELS OR PIPES ARE MADE OPERATIONAL,

ADEQUATE OUTLET PROTECTION AND ANY REQUIRED TEMPORARY OR PERMANENT CHANNEL LINING SHALL

BE INSTALLED IN BOTH THE CONVEYANCE CHANNEL AND THE RECEIVING CHANNEL.

WHEN WORK IN A LIVE WATERCOURSE IS PERFORMED

A. PRECAUTIONS SHALL BE TAKEN TO MINIMIZE ENCROACHMENT, CONTROL SEDIMENT TRANSPORT, AND
STABILIZE THE WORK AREA TO THE GREATEST EXTENT POSSIBLE DURING CONSTRUCTION AND AS
DIRECTED BY THE OWNER.

B. NONERODIBLE MATERIAL SHALL BE USED FOR THE CONSTRUCTION OF CAUSEWAYS AND COFFERDAMS.

C. EARTHEN FILL MAY BE USED FOR THESE STRUCTURES IF ARMORED BY NONERODIBLE COVER
MATERIALS.

ALL APPLICABLE FEDERAL, STATE AND LOCAL REGULATIONS PERTAINING TO WORKING IN OR CROSSING LIVE

WATERCOURSES SHALL BE MET.

THE BED AND BANKS OF THE WATERCOURSE SHALL BE STABILIZED IMMEDIATELY AFTER WORK IN THE

WATERCOURSE IS COMPLETED AND AS DIRECTED BY THE OWNER.

UNDERGROUND UTILITY LINE SHALL BE INSTALLED IN ACCORDANCE WITH THE FOLLOWING STANDARDS IN

ADDITION TO OTHER APPLICABLE CRITERIA:

A. NO MORE THAN 550 LINEAR FEET OF TRENCH MAY BE OPEN AT ONE TIME

B. EXCAVATE MATERIAL SHALL BE PLACED ON THE UPHILL SIDE OF THE TRENCHES

C. EFFLUENT FROM DEWATERING OPERATIONS SHALL BE FILTERED OR PASSED THROUGH APPROVED
SEDIMENT TRAPPING DEVICES, OR BOTH, AND DISCHARGED IN A MANNER THAT DOES NOT ADVERSELY
AFFECT FLOWING STREAMS OR OFF-SITE PROPERTY

D. MATERIAL USED FOR BACKFILLING TRENCHES SHALL BE PROPERLY COMPACTED IN ORDER TO MINIMIZE
EROSION AND PROMOTE STABILIZATION.

E. RESTABILIZATION SHALL BE ACCOMPLISHED IN ACCORDANCE WITH THESE REGULATIONS

F. COMPLY WITH APPLICABLE SAFETY REGULATIONS.

ALL TEMPORARY EROSION SEDIMENT CONTROL MEASURES SHALL BE REMOVED WITHIN 30 DAYS AFTER

FINAL STABILIZATION OR AFTER THE TEMPORARY MEASURES ARE NO LONGER NEEDED, UNLESS OTHERWISE

AUTHORIZED BY THE OWNER. TRAPPED SEDIMENT AND THE DISTURBED SOIL AREAS RESULTING FROM THE

DISPOSITION OF TEMPORARY MEASURES SHALL BE PERMANENTLY STABILIZED TO PREVENT FURTHER

EROSION AND SEDIMENTATION.

[l. VESCH MINIMUM STANDARDS (MS-19)

THE SECTION PRESENT THE GUIDELINES & REQUIREMENTS IDENTIFIED IN CHAPTER 6 OF THE VIRGINIA
EROSION & SEDIMENT CONTROL HANDBOOK. ALL APPLICABLE MINIMUM STANDARDS (FROM THE VIRGINIA
EROSION & SEDIMENT CONTROL REGULATIONS, MS-1 - MS-19) MUST BE ADDRESSED.

1. PERMANENT OR TEMPORARY SOIL STABILIZATION SHALL BE
APPLIED TO DENUDED AREAS WITHIN SEVEN DAYS AFTER FINAL
GRADE IS REACHED ON ANY PORTION OF THE SITE. TEMPORARY
SOIL STABILIZATION SHALL BE APPLIED WITHIN SEVEN DAYS TO
DENUDED AREAS THAT MAY NOT BE A FINAL GRADE BUT WILL
REMAIN DORMANT FOR LONGER THAN 14 DAYS. PERMANENT
STABILIZATION SHALL BE APPLIED TO AREAS THAT ARE TO BE
LEFT DORMANT FOR MORE THAN ONE YEAR.

2. DURING CONSTRUCTION OF THE PROJECT, SOIL STOCKPILES
AND BORROW AREAS SHALL BE STABILIZED OR PROTECTED WITH
SEDIMENT TRAPPING MEASURES. TEMPORARY PROTECTION AND
PERMANENT STABILIZATION SHALL BE APPLIED TO ALL SOIL
STOCKPILES ON SITE AND BORROW AREAS OR SOIL
INTENTIONALLY TRANSFERRED OFF SITE.

3. PERMANENT VEGETATIVE COVER SHALL BE ESTABLISHED ON
DENUDED AREAS NOT OTHERWISE PERMANENTLY STABILIZED.
PERMANENT VEGETATION SHALL NOT BE CONSIDERED
ESTABLISHED UNTIL A GROUND COVER IS ACHIEVED THAT IS
UNIFORM, MATURE ENOUGH TO SURVIVE AND WILL INHABIT
EROSION.

4. SEDIMENT BASINS AND TRAPS, PERIMETER DIKES, SEDIMENT
BARRIERS AND OTHER MEASURES INTENDED TO TRAP SEDIMENT
SHALL BE CONSTRUCTED AS A FIRST IN ANY LAND-DISTURBING
ACTIVITY AND SHALL BE MADE FUNCTIONAL BEFORE UPSLOPE
LAND DISTURBANCE TAKES PLACE.

5. STABILIZATION MEASURES SHALL BE APPLIED TO EARTHEN
STRUCTURES SUCH AS DAMS, DIKES, AND DIVERSIONS
IMMEDIATELY AFTER INSTALLATION.

6. SEDIMENT TRAPS AND SEDIMENT BASINS SHALL BE DESIGNED
AND CONSTRUCTED BASED UPON THE TOTAL DRAINAGE AREA
TO BE SERVED BY THE TRAP OR BASIN. SEDIMENT TRAPS SHALL
BE CONSTRUCTED TO CONTROL DRAINAGE AREAS LESS THAN
THREE ACRES WITHIN MINIMUM STORAGE CAPACITY OF 134
CUBIC YARDS/ARCE OF DRAINAGE AREA. SEDIMENT BASIN
SHALL BE CONSTRUCTED TO CONTROL DRAINAGE AREAS
GREATER THAN THREE ACRES WITHIN MINIMUM STORAGE
CAPACITY OF 134 CUBIC YARDS/ACRE OF DRAINAGE AREA. THE
OUTFALL SYSTEM SHALL AT A MINIMUM MAINTAIN THE
STRUCTURAL INTEGRITY OF THE BASIN DURING A 25 YEAR
STORM OF 24 HOUR DURATION.

7. CUT AND FILL SLOPES SHALL BE DESIGNED AND CONSTRUCTED
IN A MANNER THAT WILL MINIMIZE EROSION. SLOPS THAT ARE
FOUND TO BE ERODING EXCESSIVELY WITHIN ONE YEAR OF
PERMANENT STABILIZATION SHALL BE PROVIDED WITH ADDITION
SLOPE STABILIZING MEASURES UNTIL THE PROBLEM IS
CORRECTED.

10.

11.

12.

13.

14.

15.

16.

17.

18.

19.

CONCENTRATED RUNOFF SHALL NOT FLOW DOWN CUT OR FILL
SLOPES UNLESS CONTAINED WITHIN AN ADEQUATE TEMPORARY
OR PERMANENT CHANNEL, FLUME, OR SLOPE DRAIN STRUCTURE.

WHENEVER WATER SEEPS FROM A SLOPE FACE, ADEQUATE
DRAINAGE OR OTHER PROTECTION SHALL BE PROVIDED.

ALL STORM SEWER INLETS THAT ARE MADE OPERABLE DURING
CONSTRUCTION SHALL BE PROTECTED SO THAT SEDIMENT-LADEN
WATER CANNOT ENTER THE CONVEYANCE SYSTEM WITH FIRST
BEING FILTERED OR OTHERWISE TREATED TO REMOVE SEDIMENT.

BEFORE NEWLY CONSTRUCTED STORMWATER CONVEYANCE
CHANNELS OR PIPES ARE MADE OPERATIONAL, ADEQUATE
OUTLET PROTECTION AND ANY REQUIRED TEMPORARY OR
PERMANENT CHANNEL LINING SHALL BE INSTALLED IN BOTH THE
CONVEYANCE CHANNEL AND RECEIVING CHANNEL.

WHEN WORK IN A LIVE WATERCOURSE IS PERFORMED,
PRECAUTIONS SHALL BE TAKEN TO MINIMIZE ENCROACHMENT,
CONTROL SEDIMENT TRANSPORT AND STABILIZE THE WATER
AREA TO THE GREATEST EXTENT POSSIBLE DURING
CONSTRUCTION. NON-ERODIBLE MATERIAL SHALL BE USED FOR
CONSTRUCTION OF CAUSEWAYS AND COFFERDAMS. EARTHEN
FILL MAY BE USED FOR THESE STRUCTURES IF ARMORED BY
NON-ERODIBLE COVER MATERIALS.

WHEN A LIVE WATERCOURSE MUST BE CROSSED BY
CONSTRUCTION VEHICLES MORE THAN TWICE IN ANY SIX-MONTH
PERIOD, AND TEMPORARY VEHICULAR STREAM CROSSING
CONSTRUCTED OF NON-ERODIBLE MATERIAL SHALL BE
PROVIDED.

ALL APPLICABLE FEDERAL, STATE, AND LOCAL REGULATIONS
PERTAINING TO WORKING IN OR CROSSING LIVE WATERCOURSES
SHALL BE MET.

THE BED AND BANKS OF A WATERCOURSE SHALL BE STABILIZED
IMMEDIATELY AFTER WORK IN WATERCOURSE IS COMPLETED.

UNDERGROUND UTILITY LINES SHALL BE INSTALLED IN
ACCORDANCE WITH THE FOLLOWING STANDARDS IN ADDITION TO
OTHER APPLICABLE CRITERIA:

A. NO MORE THAN 500 LINEAR FEET OF TRENCH MAY BE OPENED
AT ONE TIME

B. EXCAVATED MATERIALS SHALL BE PLACED ON THE UPHILL SIDE
OF TRENCHES.

C. EFFLUENT FROM DEWATERING OPERATIONS SHALL BE FILTERED
OR PASSED THROUGH AND APPROVED SEDIMENT TRAPPING
DEVICE, OR BOTH, AND DISCHARGING IN A MANNER THAT
DOES NOT ADVERSELY AFFECT FLOWING STREAMS OR
OFF-SITE PROPERTY.

D. MATERIAL USED FOR BACKFILLING TRENCHES SHALL BE
PROPERLY COMPACTED IN ORDER TO MINIMIZE EROSION AND
PROMOTE STABILIZATION.

E. RE-STABILIZATION SHALL BE ACCOMPLISHED IN ACCORDANCE
WITH THESE REGULATIONS

F. APPLICABLE SAFETY REGULATIONS SHALL BE COMPLIED WITH

WHERE CONSTRUCTION VEHICLE ACCESS ROUTES INTERSECT
PAVED OR PUBLIC ROADS, PROVISIONS SHALL BE MADE TO
MINIMIZE THE TRANSPORT OF SEDIMENT BY VEHICULAR
TRACKING ONTO THE PAVED SURFACE. WHERE SEDIMENT IS
TRANSPORTED ONTO A PAVED OR PUBLIC ROAD SURFACE, THE
ROAD SURFACE SHALL BE CLEANED THOROUGHLY AT END OF THE
DAY. SEDIMENT SHALL BE REMOVED FROM THE ROADS BY
SHOVING OR SWEEPING AND TRANSPORTED TO SEDIMENT
CONTROL DISPOSAL AREA. STREET WASHING SHALL BE ALLOWED
ONLY AFTER SEDIMENT IS REMOVED IN THIS MANNER. THIS
PROVISION SHALL APPLY TO INDIVIDUAL DEVELOPMENT LOTS AS
WELL AS TO LARGER LAND-DISTURBING ACTIVITIES.

ALL TEMPORARY EROSION AND SEDIMENT CONTROL MEASURES
SHALL BE REMOVED WITHIN 30 DAYS AFTER FINAL SITE
STABILIZATION OR AFTER THE TEMPORARY MEASURES ARE NO
LONGER NEEDED, UNLESS OTHERWISE AUTHORIZED BY THE
LOCAL PROGRAM AUTHORITY. TRAPPED SEDIMENT AND THE
DISTURBED SOIL AREAS RESULTING FROM THE DISPOSITION OF
TEMPORARY MEASURES SHALL BE PERMANENTLY STABILIZED TO
PREVENT EROSION AND SEDIMENTATION.

PROPERTIES AND WATER WAYS DOWNSTREAM FROM DEVELOPED
SITES SHALL BE PROTECTED FROM THE SEDIMENT DEPOSITION,
EROSION AND DAMAGE DUE TO INCREASES IN VOLUME,
VELOCITY AND PEAK FLOW RATE OF STORMWATER RUNOFF FOR
THE STATED FREQUENCY STORM OF 24-HOUR DURATION IN
ACCORDANCE WITH THE FOLLOWING STANDARDS AND CRITERIA.
CONCENTRATED STORMWATER RUNOFF LEAVING A DEVELOPMENT
SITE SHALL BE DISCHARGED DIRECTLY INTO ADEQUATE NATURAL
OR MAN-MADE RECEIVING CHANNEL, PIPE, OR STORM SEWER
SYSTEM. FOR THOSE SITES, DOWNSTREAM STABILITY ANALYSES
AT THE OUTFALL OF THE PIPE OR PIPE SYSTEM SHALL BE
PERFORMED.

H CONSTRUCTION OF A SILT FENCE
E (WITHHOUT WIRE SUPPORT)
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NOTES:
. THIS ITEM MAY BE PRECAST OR CAST IN PLACE.
. CONCRETE TO BE CLASS A3 IF CAST IN PLACE,

4000 PSI IF PRECAST.

. CURB HAVING A RADIUS OF 300 FEET OR LESS

(ALONG FACE OF CURB) WILL BE PAD FOR AS
RADIAL CURB.

. THE DEPTH OF CURB MAY BE REDUCED AS MUCH

AS 3" (15" DEPTH) OR INCREASED AS MUCH AS

FOR A DECREASE OR AN INCREASE IN DEPTH.
CG-2 IS TO BE USED ON ROADWAYS MEETING

* THE REQUIREMENTS FOR CG-6 AS SHOWN IN

APPENDIX A OF THE VDOT ROAD DESIGN MAMUAL,
IN THE SECTION ON GS LURBAN STANDARDS.

SEE NOTE 4

18" MAX.
15

o BASE

SUBBASE

ACCEPTABLE ALTERNATIVE
IF CURB IS EXTRUDED

SURFACE

BASE

AL
¥

SPECIFICATION
REFERENCE

105
502

STANDARD 6" CURB

VIRGINIA DEPARTMENT OF TRANSPORTATION

o™
ROAD AND BRIDGE STANDARDS

REVISION DATE SHEET 1 OF 1

201.01

m.

8

REGULAR
ACCESS ISLE

VAN SPACE
ACCESS ISLE

18’

NN

BLUE

THERMOPLASTIC

TRAEFIC PAINT LINES
|

N\

3 |

: A
=]

n

|

.‘n_ XX STREET APPROACH SAME SURFACING
AS MANLINE ROADWAY (SEE NOTE 3)

(RADIUS TO BE AS

T 7] SHOWN ON PLANS)

. —

SIDEWALK

EXPANSION

JOINT —F

DF SIDE! STREET

zo._.m“i.o._.:..mxh..o_.ombm ;w..
SHOWN ON TYPICAL SECTION. }L

MAINLINE ROADWAY

PLAN VIEW

MAINLINE ROADWAY SLOPE
10' PARABOLIC CURVE (ENTRANCE ONLY)

EDGE OF PAVEMENT OR _ B% MAX.
OPTIONAL FLOW LINE —=t

SLOPE nx_,zom.lq

MAINLINE ROADWAY

5' MIN. 20" MINIMUM_FOR

T COMMERCIAL ENTRANCE |

B CONSTRUCT GRADE CHANGES WITH A PARABOLIC CURVE.
SECTION A - A

SECTION C-C

GENERAL NOTES

1. WHEN USED IN CONJUNCTION WITH STANDARD CG-3
OR CG-7, THE CURE FACE ON THIS STANDARD IS TO
BE ADJUSTED TO MATCH THE MOUNTABLE CURB
COMFIGLURATION.

2. SEE STANDARD CG-12 FOR CURB RAMP
USED WITH THIS STANDARD. . ST

3. MAINLINE PAVEMENT SHALL BE CONSTRUCTED TO THE
R/W LINE (EXCEPT ANY SUBGRADE STABILIZATION
REQUIRED FOR MAIMLINE PAVEMENT WHICH CAM BE
OMITTED IN THE ENTRANCE.)

4, RADIAL CURB OR COMBINATION CURB AND GUTTER
SHALL NOT BE CONSTRUCTED BEYOND THE R/W LINE
EXCEPT FOR REPLACEMENT PURPOSES.

ENTRANCE NOTES

5. WHEN THE ENTRANCE RADI CAMNOT ACCOMMODATE THE
TURNING REQUIREMENTS OF ANTICIPATED HEAVY TRUCK
TRAFFIC, THE DEPTH FOR SIDEWALK & CURE RAMPS
WITHIN THE LIMITS OF THE RADIISHOULD BE
INCREASED TO 7". (SEE CG-13)

6. PLANS ARE TO INDICATE WHEN CONSTRUCTION OF A FLOW
LINE IS REQUIRED TO PROVIDE POSITIVE DRAINAGE ACROSS
THE ENTRANCE.

7. THE DESIRABLE AND MAXIMUM ENTRANCE GRADE CHANGES
“D" ARE LISTED IN THE ALLOWABLE ENTRANCE GRADE
TABLE. THESE VALUES ARE NOT APPLICABLE TO STREET
CONNECTIONS.

INTERSECTION NOTES

8. WHEN CG-11IS USED FOR STREET CONNECTIONS, THE
CONNECTION MUST BE DESIGNED IN ACCORDANCE WITH
B e ST o
SIGHT DISTANCE AND K VALUE REQUIREMENTS.

9. OPTIONAL FLOWLINE MAY REQUIRE WARPING OF A

FORTION OF GUTTER TO PROVIDE POSITIVE DRAINAGE
ACROSS THE INTERSECTION.

ALLOWABLE ENTRANCE GRADE CHANGES

GRADE CHANGE
ENTRANCE VOLUME o
DESIRABLE | MAXIMUM
HIGH MORE THAN 1500 VPD oXx 3%
MEDIUM | S00-1500 VPD =3% 6 X
LOow LESS THAN 500 VFD <6X BX

MNOTE: ALLOWABLE ENTRANCE GRADE TABLE IS NOT
APPLICABLE TO STREET CONNECTIONS

SPECIFICATION

WVDoT

"3 Lic. No. 046597
2

2

j
) R
StonaL S

SEAL

CG-12

GENERAL NOTES:

THE DETECTABLE WARNING SHALL BE PROVIDED BY TRUNCATED DOMES.

. DETECTABLE WARNING TO BE CLASS A-3 CONCRETE (CLASS A-4 IF PRECAST)

WITH SLIP RESISTANT INTEGRAL SURFACE COVERING THE FULL WIDTH OF THE
RAMP FLOOR BY 2 FOOT IN LENGTH IN_THE DIRECTION OF PEDESTRIAN
TRAVEL. OTHER TYPES OF MATERIAL WITH THE TRUNCATED DOMES DETECTABLE
WARNING MAY BE USED WITH THE APPROVAL OF THE ENGINEER.

. SLOPING SIDES OF CURB RAMP MAY BE POURED MONOLITHICALLY WITH RAMP

FLOOR OR BY USING PERMISSIBLE CONSTRUCTION JOINT WITH REQUIRED BARS.

. IF RAMP FLOOR IS PRECAST, HOLES MUST BE PROVIDED FOR DOWEL BARS SO

THAT ADJOINING FLARED SIDES CAN BE CAST IN PLACE AFTER PLACEMENT OF
PRECAST RAMP FLOOR. PRECAST CONCRETE SHALL BE CLASS A-4.

. REQUIRED BARS ARE TO BE NO. 5 X B" PLACED T CENTER TO CENTER ALONG

BOTH SIDES OF ._.:m RAMP FLOOR, MID-DEPTH OF RAMP FLOOR. MINIMUM

CONCRETE COVER 1/%2".

. CURB / CURB AND GUTTER SLOPE TRANSITIONS ADJACENT TO CURB RAMPS

ARE INCLUDED IN' PAYMENT FOR CURE / CURB AND GUTTER.

. CURB RAMPS ARE TO BE LOCATED AS SHOWN ON_THE PLANS OR AS DIRECTED

BY THE ENGINEER. THEY ARE TO BE PROVIDED AT INTERSECTIONS WHEREVER
AN ACCESSIBLE ROUTE WITHIN THE RIGHT OF WAY OF A HIGHWAY FACILITY
CROSSES A CURB REGARDLESS OF WHETHER SIDEWALK IS _EXISTING, PROPOSED,
OR NONEXISTENT, THEY MUST BE LOCATED WITHIN PEDESTRIAN CROSSWALKS
AS SHOWN ON PLANS OR AS DIRECTED BY THE ENGINEER, AND SHOULD NOT
BE LOCATED BEHIND VEHICLE STOP LINES, EXISTING LIGHT POLES, FIRE
HYDRANTS, DROP INLETS, ETC. ACCESSIBLE ROUTES PROVIDE A_ CONTINUOUS
UNOBSTRUCTED, STABLE, FIRM AMD SLIP_RESISTANT PATH CONNECTING ALL
ACCESSIBLE ELEMENTS OF A FACILITY THAT CAN BE APPROACHED, ENTERED
AND USED BY PEDESTRIANS.

. RAMPS MAY BE PLACED ON RADIAL OR TANGENTIAL SECTIONS PROVIDED THAT

THE CURB OPENING IS PLACED WITHIN THE LIMITS OF THE CROSSWALK AND
THAT THE SLOPE AT THE CONNECTION OF THE CURB OPENING IS
PERPENDICULAR TO THE CURB.

. TYPICAL COMCRETE SIDEWALK IS 4" THICK. WHEN THE ENTRANCE RADH CANNOT

ACCOMMODATE THE TURNING REQUIREMENTS OF ANTICIPATED HEAVY TRUCK
TRAFFIC, REFER TO STANDARD CG-13, COMMERCIAL ENTRANCE (HEAVY
TRUCK TRAFFIC) FOR CONCRETE DEPTH.

. WHEN CURB RAMPS ARE USED IN CONJUNCTION WITH A SHARED USE PATH,

THE MINIMUM WIDTH SHALL BE THE WIDTH OF THE SHARED USE PATH

TRUNCATED DOME
DETAIL

b

1.6"-2.4" C-C

0000008
CO0OoC0O0OQO0
0O0oo0oO0OO0OO0OO

AT X , 2" HIGHER THAN
EDGE OF PAVEMENT

AT XX , SAME AS TOP OF CURB
TYPE C

PARALLEL & PERPENDICULAR

TRUNCATED DOME ﬁ
o=l
00000 L
00D000COB
coQOo0O00el
00000000 J....u
00000000 a
0000000 DO
coQO0O000
000DOO0O000

REVISION

REFERENCE METHOD OF TREATMENT

g (CONNECTION FOR STREET INTERSECTIONS AND COMMERCIAL ENTRANCES)

VIRGINIA DEPARTMENT OF TRANSPORTATION

ROAD AND BRIDGE STANDARDS

REVISION DATE SHEET 1 OF 1

o CG-12 DETECTABLE WARNING SURFACE REFERENCE

ROAD AND BRIDGE STANDARDS

203.04

SHEET 10F 4 | REVISION DATE (GENERAL NOTES)

203.05 VIRGINIA DEPARTMENT OF TRANSPORTATION

HABLE 4" MINIMUM
PAY LIMITS
DETECTABLE WARNING
DETAIL
SPECIFICATION
105
502

FLAT NONREMOVABLE
e CAP

RESERVED
PARKING

A\,

~—6" (TYP)

7'—0" MAX

60" MIN FROM

12" X 18" STANDARD HANDICAP
PARKING SIGN, PER MUTCD

(R7-8), ADA, AND VDOT
E REQUIREMENTS (1 PER SPACE)
—— SIGN SHALL BE NO LOWER THAN 5 FEET
D PARKING SURFACE GRADE, NOR NO HIGHER
I ~ THAN 7 FEET ABOVE GRADE
; 3/8' HDG BOLT
2" DIA ALUM. PIPE <<\\ WASHER &
Y NONREMOVABLE NUT
mm | ~—2" DOME )
L
5 6" DIAMETER— v 2" DIA. POST
3l SCHEDULE 40 STEEL
=& PIPE; FILL PIPE WITH SIGN PLATE
2 NON—SHRINK GROUT \
_ |

FACE OF CURB

e

SPACE LAYOUT

HANDICAP PARKING SIGN (R7-8)

AT BACK OF WALK CENTERED ON

SPACE (U.0.N.) ONE SIGN REQD
PER PARKING SPACE

HANDICAP PARKING DETAIL

HANDICAP PARKING SIGN

NYLON WASHER
TOP VIEW

6” CONCRETE AROUND POST

(R7-8)

RESERVED
PARKING

E 12” X 6” STANDARD VAN

— \\>oommm_mrm SIGN, PER

MUTCD, ADA, AND VDOT
H REQUIREMENTS (PER VAN
VAN

ACCESSIBLE SPACE)
ACCESSIBLE

NOTE:

1. REFLECTIVE SHEETING USED ON SIGNS EXCEPT
ORANGE CONSTRUCTION AND MAINTENANCE ACTIVITY
SIGNS SHALL BE ENCAPSULATED LENS TYPE
CONFORMING TO THE REFLECTIVITY OF A TYPE Il
GLASS BEAD RETRO—REFLECTIVE MATERIAL.

2. PANELS SHALL BE FABRICATED OF ALUMINUM
0.100 INCH THICKNESS AND SHALL BE SMOOTH,
FLAT AND FREE FROM METAL BURRS AND
SPLINTERS.

11'=7"

/ FACE OF

BUMPER BLOCK

=

X +—

™ 1 12" GRID
"\ \

|~

N Y

\A
1
20
R
/W Q/V\../
N~ \O

/ CENTERLINE OF

PARKING SPACE

HANDICAP PAVEMENT MARKER

N.T.S.

RMF
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DEMO mx_w._._zmx
CONCRETE
ENTRANCE DO NOT
DISTURB EXISTING
VALLEY GUTTER

Q

SAWCUT AND DEMO

X X
DEMO
EXISTING
CONCRETE
ENTRANCE
\\ 72.00 Q
\ « . 18.00" AHuI !
........ .
§ M 10.29’ § 10,63’
RS.00" —  13.00’ — ™ fwm_oo i |
X
36,00
X X
R2.50
36,00
|- 14,63 =
| X
R10.00 b §
R2.50" *
X
S~ RSOV
RS.00"

18.91"

£ X X
) X
X X v
X
_m_w__//_\_%m<m CUT AND REMOVE —330' OF
REMOVE EXISTING CURB FROM SILT FENCE
BOLLARDS THE CUT LINE TO THE

WEST. (APPROX 102))

X

g

(\1d) Lvv d ‘SET

X

X

REVISION

DATE

No.

=10

RMF

DATE _FEB 2015
DES.

SCALEY

CKD.

MASON AVE MIXED USE DEVELOPMENT
CAPE CHARLES, VIRGINIA

DEMOLITION AND EROSION & SEDIMENT CONRTOL PLANS

SHEET NO.
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